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Chameleon 
Modular 
Education boards

Endless writing and projection surface

Chameleon educational boards are connectable whiteboards finished in white enamelled
steel. The boards are exactly the right size for 88-inch 100-inch or 120-inch ultra short throw
projection, including space for a touch sensor. Linking panels can be used to vary the width.
Customisation is also one of the options so that the whiteboard can fit exactly between 2 walls.

- Specifications -



The concept
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• Writing and projecting on one single surface
• Modular extendable
• 3 different heights for 88, 100 or 120 inch projection. Space for the touch sensor of the

projector is included.
• 3 different widths + custom size
• A surface of white enamel with a lifetime guarantee on writing and erasing. In combination

with a short throw projector, annoying hotspots are minimalised.

Situation examples

Sizes
Full panels Linking panels

16:10 / 16:9

210 222

118

148

16:6

118

286 98

118

148

118

11
8

14
8

Custom made panel



Article number Size (H x W) Projection
ratio - diagonal

Gross 
weight

Nett 
weight

16001.034 1180 x 2100 mm
Touch & pen interactive 
16:10 / 16:9 - 88 inch

35 kg 32 kg

16001.036 1180 x 2860 mm
Touch & pen interactive 
16:6 - 120 inch

46 kg 44 kg

16001.038 1480 x 2220 mm
Touch & pen interactive 
16:10 / 16:9 - 100 inch

63 kg 43 kg

16001.996 Custom panel Writing/projection board T.B.D. T.B.D.

General
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Technical
Characteristics:

Magnetic and dry erasable
Suitable for very intensive use

Mounting: Magnetic mounting

Guarantee: Board: 2 year guarantee

Guarantee surface: Lifetime guarantee on writing and dry erasability

Construction

1. Surface:
White enamel steel of 0.4 mm thick
(Indoor Air Quality Certified to SCS-EC10.3-2014 v4.0)

2. Carrier: MDF 9 mm (FSC Mix Credit)

3. Backing: 0,4 mm galvanised steel sheet

4. Finishing: White lacquered edges

1
2
3

9mm 10mm

Chameleon panel

Article number Size (H x W) Can be combined with
Gross 
weight

Nett 
weight

16001.035 1180 x 980 mm 16001.034, 16001.036 18 kg 15 kg

16001.037 1480 x 1180 mm 16001.038 27 kg 23 kg

Modular education boards

Modular linking panels
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Magnetic mounting plate

Galvanised steel
Double sided adhesive foil

Anisotropic magnet
Galvanised steel

MDF

Enamel

3 mm

0,004 mm
1,5 mm

9 mm 10 mm

5. Magnetic sheet: Anisotropic magnet, 1,5 mm thick

6. Adhesive layer: Double sided tape

7. Mounting plate: Galvanised steel sheet, 3 mm thick, with holes for screws

Packaging
Panels

Type:
16001.038: crate
16001.034 + 035 + 036 + 037: schrink foil

Content Chameleon whiteboard panel

Packaging unit: 1 unit

Materials:
Crate: pine wood, EPS protection blocks, currugated cartboard
Schrink foil: schrink foil, EPS protection blocks, currugated cartboard

Size:
Crate: board size + 13,5 cm width, 13,5 cm depth, 6 cm height
Schrink foil: board size + 3 cm width, 3 cm depth, 4 cm height 

Packaging 
weight:

Crate: ± 1.5 kg
Schrink foil: 98 x 198: ± 2 kg 

Packaging
Magnetic mounting platse

Type: Cardboard box

Content: Mounting plates, screws and plugs

Packaging unit: 1 unit

Size: ±30x30 cm

Packaging weight: 0.05 kg


